
  All systems must comply with local building codes.    
  This detail is subject to change.
  Texstōn speci�cally disclaims any liability for the use of this detail.

TEXSTŌN TEXPREP PRIMER 

*ADHESIVE DRAINAGE

*AIR/WATER RESISTIVE BARRIER

*APPROVED SHEATING OR SUBSTRARTE   

*MECHANICAL 
 

TEXSTŌN TEXPROTECT SDS PENETRATING  SEALER 

*APPROVED WEEP SCREED

TEXSTŌN LIME PLASTER OR CEMENTLIME STONE PLASTER  

       **E.I.F.S.-Exterior insulation and �nish system 

   

FASTENERS 

*METAL OR WOOD FRAME

* ACRYLIC MODIFIED CEMENTITIOUS E.I.F.S. BASECOAT WITH 4” TO 9” WIDE,

* 38” OR 42” WIDE, 4.5 OZ. FULL FIBER MESH EMBEDDED IN BASECOAT

 4.5 OZ. DETAIL FIBER MESH EMBEDDED 
IN ALL SEAMS AND CORNERS OF EPS INSULATION BOARD

 TEXSTŌN TEXPREP PRIMER 

*CEMENT BOARD

*AIR/WATER RESISTIVE BARRIER

*APPROVED SHEATING OR SUBSTRATE 

TEXSTŌN TEXPROTECT SDS PENETRATING  SEALER 

*APPROVED WEEP SCREED

TEXSTŌN LIME PLASTER OR CEMENT LIME STONE PLASTER  

 **D.A.F.S. -Direct Applied Finish Systems Over Cement Board 
 

*METAL OR WOOD FRAME

* ACRYLIC MODIFIED CEMENTITIOUS E.I.F.S.  BASECOAT WITH 4” TO 9” WIDE,

* 38” OR 42” WIDE, 4.5 OZ. FULL FIBER MESH EMBEDDED IN BASECOAT
4.5 OZ. DETAIL FIBER MESH, EMBEDDED IN ALL SEAMS AND CORNERS

*CAVITY INSULATION

*CAVITY INSULATION

or Approved Backerboard 

  *By others **This detail is for general information and guidance only.
    Texstōn products detail is the responsibility of the 
    project's designer/Architect.

Texstōn Finishes Installation Detail 
For E.I.F.S. and D.A.F.S. System


